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Standards

Choose the right protection according to the risk

Choose the right 
chemical protection TECHNICAL 

WEAR
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CuttingHigh visibilityHeat 
& FlameFlameWeldingElectric arcAntistaticSplashLiquid 

chemicals
Chemical 

solid particles
radioactive 

contamination
Infective 
agentsColdRainKnees 

protectionFood contact

EN381-11EN381-5EN ISO 20471EN ISO 11612EN ISO 14116EN ISO 11611EN61482-2EN1149-5EN13034EN14605EN ISO 13982-1EN1073-2EN14126EN342EN343EN14404

Heat resistant, antistatic, electric arcKOMODO2
KOMODO2 HV
MAIVE2
MAIPA2
MAICO2
POLOFR2
SWEFR2
SSVFR2
CAGFR2
MAIMA2
MAICA2

Chem
ical

DT300
DT250
DT119
DT117
DT221
DT223
DT125
DT216
DT115/ DT115CV
DT215/DT215CV
CO600
HO600
TO600

Aprons, coats

TABPU
TABALPV
TABLIVE
TABNIT
BLOUSPO
PO106

W
elders

SUMVES
SUMPAN
SUMTAB
SUMMAN
SUMGUE

Forestry

EPICEA3
DOUGLAS3
ERABLE3
MELEZE3

Cold storage

ICEBERG
AUSTRAL2
IGLOO2
NORDLAND
LAPONIE2

EN14605
 TYPE 3

Protective clothing against liquid chemicals 
(sprays).

EN14605
 TYPE 4

Protective clothing against liquid chemicals 
(mists).

EN ISO 
13982-1

 TYPE 5 
Protective clothing for use against solid 
particles (dust - asbestos).

EN13034
 TYPE 6

Protective clothing against liquid chemicals 
(splashes).

EN14126
 TYPE 3(B)
 TYPE 4(B)

Protective clothing against infective agents.

EN1073-2 Protective clothing against radioactive 
contamination.

EN1149-5 Protective clothing to dissipate  
static electricity.

EN ISO 
14116 Protective clothing against flame.

EN ISO 
27065 Protective clothing against pesticides

YES

YES

YES

YES

YES

LIQUID

NO

NO

NO

NO

NO

PARTICLES

GAS

Skin protection necessary?

Liquid, gas 
or particles ?

Risk of exposure at vapor  
with hazardous  

concentration levels ?

Possible exposure to liquid ?

Liquid under pressure?

Important sprays?

Chemical protective clothing are not 
necessary:

Chemical protective clothing are not 
necessary

TYPE 5 :

TYPE 6 : 

TYPE 3 :

TYPE 4 :

TYPE 1 or 2

TYPE 1 or 2

Industrial cleaning 
Accidental exposure to spray of chemical substances 
(splashes or dry particules): DT115, DT115CV, DT215, 
DT215CV, DT221, DT125 / DT117
Removal or encapsulation asbestos work 
Exposure to dust Asbestos fibers: DT216
Work in environments with explosive risks 
Handling of products that can generate static electricity: 
DT223

PO106 / PO109

Industrial cleaning 
Accidental exposure to spray of chemical substances 
(splashes or dry particules): DT119 / DT250
Agriculture and horticulture (Handling of 
fertilizers…) 
Contact with sprayed liquids: DT119 / DT250
Agriculture and horticulture (Handling of 
herbicides / pesticides / fungicides) 
Contact with weakly concentrated phytosanitary sprays: 
DT119
Paint spraying (Solvents / Preparation / 
Mixing) 
Application of chemicals with spray gun > high pressure: 
DT119 / DT250
Emergency / Rescue Personnel 
Bacteriological contamination: DT119 / DT250

Industrial cleaning 
Accidental exposure to spray of chemical substances 
(splashes or dry particules): DT115, DT115CV, DT215, 
DT215CV, DT221, DT125, DT117
Work in environments with explosive risks 
Handling of products that can generate static electricity: 
DT223
Paint spraying (Solvents / Preparation / 
Mixing) 
Application of chemicals with spray gun > low pressure : 
DT125, DT117

Industrial cleaning of dangerous products 
Risk of chemical splashes with continuous jet: DT300
Laboratories / Chemical Industries 
Projection of chemical products: DT300
Emergency / Rescue Personnel 
Bacteriological contamination: DT300
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EN14605
 TYPE 3

Protective clothing against liquid chemicals 
(sprays).

EN14605
 TYPE 4

Protective clothing against liquid chemicals 
(mists).

EN ISO 
13982-1

 TYPE 5 
Protective clothing for use against solid 
particles (dust - asbestos).

EN13034
 TYPE 6

Protective clothing against liquid chemicals 
(splashes).

EN14126
 TYPE 3(B)
 TYPE 4(B)

Protective clothing against infective agents.

EN1073-2Protective clothing against radioactive 
contamination.

EN1149-5Protective clothing to dissipate  
static electricity.

EN ISO 
14116Protective clothing against flame.

EN ISO 
27065Protective clothing against pesticides
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GAS

Skin protection necessary?

Liquid, gas 
or particles ?

Risk of exposure at vapor  
with hazardous  

concentration levels ?

Possible exposure to liquid ?

Liquid under pressure?

Important sprays?

Chemical protective clothing are not 
necessary:

Chemical protective clothing are not 
necessary

TYPE 5 :

TYPE 6 : 

TYPE 3 :

TYPE 4 :

TYPE 1 or 2

TYPE 1 or 2

Industrial cleaning 
Accidental exposure to spray of chemical substances 
(splashes or dry particules): DT115, DT115CV, DT215, 
DT215CV, DT221, DT125 / DT117
Removal or encapsulation asbestos work 
Exposure to dust Asbestos fibers: DT216
Work in environments with explosive risks 
Handling of products that can generate static electricity: 
DT223

PO106 / PO109

Industrial cleaning 
Accidental exposure to spray of chemical substances 
(splashes or dry particules): DT119 / DT250
Agriculture and horticulture (Handling of 
fertilizers…) 
Contact with sprayed liquids: DT119 / DT250
Agriculture and horticulture (Handling of 
herbicides / pesticides / fungicides) 
Contact with weakly concentrated phytosanitary sprays: 
DT119
Paint spraying (Solvents / Preparation / 
Mixing) 
Application of chemicals with spray gun > high pressure: 
DT119 / DT250
Emergency / Rescue Personnel 
Bacteriological contamination: DT119 / DT250

Industrial cleaning 
Accidental exposure to spray of chemical substances 
(splashes or dry particules): DT115, DT115CV, DT215, 
DT215CV, DT221, DT125, DT117
Work in environments with explosive risks 
Handling of products that can generate static electricity: 
DT223
Paint spraying (Solvents / Preparation / 
Mixing) 
Application of chemicals with spray gun > low pressure : 
DT125, DT117

Industrial cleaning of dangerous products 
Risk of chemical splashes with continuous jet: DT300
Laboratories / Chemical Industries 
Projection of chemical products: DT300
Emergency / Rescue Personnel 
Bacteriological contamination: DT300




